INSPIRATION COLLECTION

CRESTA

Castle Black, 9778N
(LRV - 1.91)

Style Tufted 1/12" Gauge Loop Pile Tile

Yarn Construction 100% Solution Dyed Nylon
Pile Yarn Weight 750gsm
Pile Height 3mm - 5mm
Total Weight 4450gsm
Total Thickness 7mm + 0.5mm
Backing 100% Envirobase - minimum
of 75% recycled material
Additional Backing Komfort Bac available on request
Tile Size 50cm x 50cm
Tiles Per Box 20 (5m?)
Wear Classification Heavy Contract Class 33
Luxury Class LC1
Anti-static Suitable for use with computers.
Less than 2Kv
Colour Fastness Light (BS EN ISO 1056:B02) >5

Shampoo (BS 1006:UK-TB:1990) >4

Dry Rubbing (BS EN ISO 105:801) >4

Wet Rubbing (BS EN ISO 105:X12) >4
Flammability BS5287 Assessment and labelling

of Textile Floorcovering tested to

BS4790 (Hot Metal Nut Test)
Low Radius of Char

BS EN 13501 Class Bfl-s1
Castor Chair Test Suitable for intensive use with
castor chairs
Warranty 10 years
ey ¥ : VOC Content E1 in relation to EN 14041:2004
Silver Wolf, 8779N Bear Silver, 9749N
(LRV - 3.94) (LRV - 4.15)

Polar Trek, 1790N Lucent Grey, 1746N

(LRV - 18.94) (LRV - 7.63)

Glam Cyan, 6755N
(LRV - 3.60)

L COLOURWAY OPTIONS - 6

AVAILABLE
FROM STOCK
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MADE IN BRITAIN
BROADLOOM DESIGN  TESSELLATED DESIGN

Tile colours representative in print, order a full tile for true likeness.
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Obsidian Flash, 8775L
(LRV - 5.10)

(LRV - 12.69)

Mild Sienna, 6755L
(LRV - 2.04)

Burly Wood, 1745L
(LRV - 8.43)

Style Tufted 1/12” Gauge Loop Pile Tile
Yarn Construction 100% Solution Dyed Nylon
Pile Yarn Weight 750gsm
Pile Height 2.5mm - 5.5mm
Total Weight 4450gsm
Total Thickness 7mm + 0.5mm
Backing 100% Envirobase - minimum
of 75% recycled material
Additional Backing Komfort Bac available on request
Tile Size 50cm x 50cm
Tiles Per Box 20 (5m?)
Wear Classification Heavy Contract Class 33
Luxury Class LC1
Anti-static Suitable for use with computers.
Less than 2Kv
Colour Fastness Light (BS EN ISO 1056:B02) >5

Shampoo (BS 1006:UK-TB:1990)

>4

Dry Rubbing (BS EN ISO 105:B01) >4

Wet Rubbing (BS EN ISO 105:X1

Flammability BS5287 Assessment and labelling
of Textile Floorcovering tested to
BS4790 (Hot Metal Nut Test)
Low Radius of Char

BS EN 13501

Castor Chair Test Suitable for continuous use with
castor chairs

Warranty 10 years

VOC Content E1 in relation to EN 14041:2004

Shadow Bone, 8778L
(LRV - 3.11)

Satin Ash, 9748L
(LRV - 4.20)

‘AL COLOURWAY OPTIONS - 6

AVAILABLE
FROM STOCK

I
71

MADE IN BRITAIN

BROADLOOM DESIGN  TESSELLATED DESIGN

Tile colours representative in print, order a full tile for true likeness.
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Livid Grey, 8773V
(LRV - 10.40)

Ghost Machine, 8775V
(LRV - 4.19)

Crackled Station, 1763V
(LRV - 12.20)

Moccasin, 3730V
(LRV - 10.37)

Electric Azure, 6755V

(LRV -3.77)
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Lime Sprlng, 5761V
(LRV - 24.37)

1
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Style Tufted 1/12" Gauge Loop Pile Tile

Yarn Construction 100% Solution Dyed Nylon
Pile Yarn Weight 750gsm
Pile Height 3mm - 6.5mm
Total Weight 4450gsm
Total Thickness 8mm + 0.5mm
Backing 100% Envirobase - minimum
of 756% recycled material
Additional Backing Komfort Bac available on request
Tile Size 50cm x 50cm
Tiles Per Box 20 (5m?)
Wear Classification Heavy Contract Class 33
Luxury Class LC1
Anti-static Suitable for use with computers
Less than 2Kv
Colour Fastness Light (BS EN ISO 105:B02) >5

Shampoo (BS 1006:UK-TB:1990) >4
Dry Rubbing (BS EN ISO 105:801) >4
Wet Rubbing (BS EN SO 105:X12) >4

Flammability BS5287 Assessment and labelling
of Textile Floorcovering tested to
BS4790 (Hot Metal Nut Test) -
Low Radius of Char

BS EN 13501 Class Bfl-s1

Castor Chair Test Suitable for intensive use with
castor chairs

Warranty 10 years

VOC Content E1 in relation to EN 14041:2004

COLOURWAY OPTIONS - 6

AVAILABLE
FROM STOCK
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MADE IN BRITAIN

BROADLOOM DESIGN  TESSELLATED DESIGN

Tile colours representative in print, order a full tile for true likeness.
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Style Tufted 1/12" Gauge Loop Pile Tile

Yarn Construction 100% Solution Dyed Nylon
Pile Yarn Weight 610gsm
Pile Height 2.5mm - 5.5mm
Total Weight 4310gsm
Total Thickness 7mm + 0.5mm
Backing 100% Envirobase - minimum
of 75% recycled material
Additional Backing Komfort Bac available on request
Tile Size 50cm x 50cm
Tiles Per Box 20 (5m?)
Wear Classification Heavy Contract Class 33
Luxury Class LC1
Gainsboro, 86758 Anti-static E:L:L:}‘;,‘:;&:n with computers.
(LRV - 6.13) Colour Fastness Light (BS EN ISO 1056:B02) >5

Shampoo (BS 1006:UK-TB:1990) >4

Dry Rubbing (BS EN ISO 105:B01) >4

Wet Rubbing (BS EN ISO 1056:X12) >4
Flammability BS5287 Asst

of Textile Floore ring 2l
BS4790 (Hot Metal Nut Test)
Low Radius of Char
BS EN 13501 Class Bfl-s1
Castor Chair Test Suitable for intensive use with
castor ¢l
Warranty
VOC Content E1 in relation to EN 14041:2004
Virtual Ebony, 8677B Charged Metal, 1648B
(LRV - 2.87) (LRV - 2.69)
Dodger Blue, 66578 Cloud Indigo, 6658B
(LRV - 2.78) (LRV - 5.07)

Navajo Brown, 36278 L COLOURWAY OPTIONS - 6
(LRV - 3.24)

AVAILABLE
FROM STOCK

N[ 7]
215
MADE IN BRITAIN
BROADLOOM DESIGN  TESSELLATED DESIGN

Tile colours representative in print, order a full tile for true likeness.
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